SPT 1800 Palm Powered Hand Held Computer
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The SPT 1800 Series of pen-notepad computers offers the most advanced Palm Powered™ solution for your work force. This family of rugged mobile computers combines integrated scanning, sophisticated wireless connectivity and powerful processing capability with the Palm OS® platform. With one-dimensional bar code data capture and wireless local area network (WLAN) or wireless wide area network (WWAN) communications, the SPT 1800 Series is a powerful productivity-enhancing tool, serving the multiple needs of today's growing mobile workforce.

Tackle Tough Environments

Tough enough for use in manufacturing and industrial environments, the SPT 1800 Series enables the Palm OS to perform practically anywhere. The rugged housing of the SPT 1800 withstands drops of up to 4 ft./1.2 m to concrete, and the Series is sealed to IP54 standards for protection against rain and dust. 

With Symbol's state-of-the-art scan engine, the SPT 1800 delivers premium performance under virtually any lighting conditions– even in sunlight or bright artificial light. A high-contrast, anti-reflective liquid crystal display makes data easy to read in low lighting or outdoor conditions. 

	Physical Characteristics
	 



	


	Dimensions:
	1 in. H x 3-5/8 in. W x 7 in. L/25.4 mm H x 92 mm W x 177.8 mm L

	Weight (including battery):
	Batch version: 10.6 oz/300 gm; Wireless version: 12.2 oz./346 gm

	Battery:
	3.7 V, 1400 mAh rechargeable lithium ion
1550 mAh required for SPT 1833 (CDPD version)

	Drop Specification:
	4 ft./1.2 m to concrete

	Environmental Sealing:
	IP54 (windblown dust and rain)

	Display:
	High contrast, anti-reflective 160 x 160 monochrome LCD display

	Operating Temperature:
	-20º to 50ºC (-4º to 122ºF)

	Storage Temperature:
	-25º to 50ºC (-13º to 122ºF)

	Humidity:
	5% to 90% RH non condensing

	Electrostatic Discharge (ESD):
	8kVdc air, 4kVdc contact


	


	Performance Characteristics  
	 



	


	CPU:
	DragonBall VZ – 33 MHz

	Operating System:
	Palm OS®

	Memory (Batch and Wireless versions):
	8 MB RAM / 4 MB ROM

	Application Development:
	AppForge, CodeWarrior, MCL, PendragonForms, PenRight! and SatelliteForms

	Synchronization Tools:
	Aether ScoutWare, AvantGo

	Communications:
	IrDa 1.0


	


Four-Slot Ethernet Cradle
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The four-slot Ethernet cradle connects to a hub and enables the synchronization of multiple terminals with local or remote host computers. Using the NetSync® manager application, multiple terminals synchronize concurrently with different host computers, or synchronize sequentially with the same host. Using third-party software from Aether Systems, multiple users can synchronize concurrently with the same or different host computers.

Up to four multi-slot serial cradles can be daisy chained to a four-slot Ethernet cradle; SPT terminals in the cradles will synchronize sequentially.

	Four-Slot Ethernet
	 SPT 1700


	


	Power:
	110VAC: separate
AC adapter, wall plug

	Charging Capability:
	Yes

	Operating Temperature:
	32o to 113oF/0o to 50oC

	Weight (empty):
	2.1 lbs./0.9 kg

	Dimensions:
	Length: 17.3 in./43.5 cm
Height: 4.3 in./10.8 cm
Depth: 4.5 in./11.4 cm

	Daisy Chain Capacity:
	Up to 4 serial cradles from one Ethernet cradle

	Multicolor LED:
	Red, Green

	Connectors:
	RJ45 expansion, 1 RJ45 Ethernet port

	Stacking Kit Accessory:
	N/A


	


Cameo III IrDa Thermal Printer
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Printer Specifications 

· 203-dots-per-inch resolution (8 dots per mm) 

· Print width: 2.83" (71.9mm) maximum 

· Maximum receipt media width: 3.1" (78.5mm) 

· Maximum label length with 203dpi (with standard memory): 10" (260mm) 

Media Dimensions 

· Total thickness: 3.2mil to 5.0mil  

· Label roll outside diameter: 2.2" (56mm) 

· Label roll inside diameter: .75" (19mm) 

Media Sensors 

· Reflective 

Print Speeds 

· Maximum Print Speed: 3" (76.2mm) per second with 203dpi 

Fonts 

· 25 types, downloadable, scalable fonts 

· Supports user-defined fonts and graphics-- including custom logos 

Memory 

· Standard: 256K SRAM; 1MB Flash 

Bar Codes/Symbologies 

	UPC-A
	UPC-E 
	EAN-8 

	Code 39
	NW-7
	EAN-18 

	Code 93
	MSI/Plessey
	Postnet

	Code 128
	Interleaved 2 of 5
	UCC/EAN-128

	Codabar
	UPC-A
	UPC-E


2-Dimensional Codes 

	Maxi Code
	PDF417


Electrical 

· 7.2V; 1.6Ah 

· 120/230V VAC/47-63Hz battery charger brick 

· Agency approvals: FCC (Part 15 Subpart B/ClassA);FCC Class B; CE compliance 

Communications Interface 

· 8 pin RS-232 connector serial port 

· Optional: IrDA point-to-point short range RF 916Mhz, 433MHz or 2.4GHz 

Physical 

· Height: 6.2" (157.5mm) 

· Width: 4.7" (119.4mm) 

· Depth: 2.6" (66mm) 

· Weight without options: 1.4 lbs (.64kg) 

Environment Operating temperature 

· Operating Temperature: 5°F (-15°C) to 122°F (50°C) 

· Storage/transportation temperature: -13°F (-25°C) to 158°F (70°C) 10% to 90% non-condensing relative humidity (storage) 

Options
· Wireless short range RF communication 

· Wireless I/R communication 

· Environmental case for increased printer protection 

· Shoulder strap or belt clip 

· UCN72 Fast Battery Chargers 
· UCN74 Quad Battery Chargers

