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Wire Comparison Chart 
 

 
YOUR NATIONAL SUPPLY CENTER SINCE 1946 

Breaking Strength and Technical Data  
Galvanized, Stainless Steel, and Monel Wires 

Soft Annealed 
 

Feet per Pound Approximate Breaking Strength 
(pounds without safety factor)*

Approximate Number of Pieces 
per 50lb. x 12' bundle 

ASWG Diameter 
(inches) 

Steel Monel 400 Galv. 
Steel 

Stainless 
Steel 

Type 304 

Monel 400 
(NiCu) 

Galv. 
Steel 
s/c 

Stainless 
Steel 

Type 304 

Monel 400 
(NiCu) 

- .250 6.0 5.3 2100 4530 3420 25 25 22 
- .1875 10.6 9.7 1170 2600 1930 44 44 40 
8 .162 14.3 12.6 880 1900 1440 59 59 52 
9 .148 17.1 15.2 740 1580 1200 70 70 63 
10 .135 20.6 18.6 610 1320 1000 85 85 77 
- .125 24.0 21.3 530 1130 860 100 100 88 

12 .105 33.7 28.9 375 825 605 140 140 120 
14 .080 58.6 51.5 215 463 350 242 242 214 
16 .062 96.0 86.4 132 288 214 N/A N/A N/A 
18 .0475 166.2 150.2 75 168 123 N/A N/A N/A 

*  Recommended Safety Factor: 1/4 
 Please call for current prices 

 

SERVING WALL & CEILING CONTRACTORS NATIONWIDE 

 PROMPT DELIVERY FROM PHILADELPHIA & CHICAGO WAREHOUSES 
 ALSO DIRECT SHIPMENTS FROM FOREIGN & DOMESTIC MILLS 
 

CALL TOLL FREE: 1-800-221-9933 
 

•  TIE and HANGER WIRES 
Truly soft and clean 
GALVANIZED – STAINLESS STEEL
MONEL – ALUMINUM  

Straightened & cut; coils 
Standard and custom lengths available 

•  COLD ROLLED CHANNELS 
Black Painted & Galvanized 
3/4" - 1-1/2" - 2" 

•  STRUCTURAL STEEL STUDS 
12 through 20 gauge 

•  CURVED CHANNELS & SHAPES 

 •  ISOLATION CEILING HANGERS 
For all architectural specs. 

•  TENSION PINS &  HARDENED NAILS 
•  ACOUSTICAL EYELAG SCREWS & 

TOGGLES 

•  METAL LATH & ACCESSORIES 
•  MAGNETIC NAIL PUNCHES 
•  ACCESS DOORS 
•  CLIPS AND FENCE STAPLES 
•  CORRUGATED ROOF & FLOOR DECK 
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