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PRODUCT INFORMATION SHEET

PRODUCT SERIES
PRODUCT NAME
THICKNESS

No. of PLY's
TECHNICAL DATA

THIRD PARTY
TESTING RESULTS

WARRANTY
INSTALLATION

300 SERIES - HIGH THREAT RISK PROTECTION
SL14
14mil / 356microns
3
« Break Strength « Visible light transmitted - 92%

350lbs. /inch (width) « UV Rejection - 99%
« Tensile Strength

28,000psi  Solar Energy Transmitted - 82%
Reflected - 10%
« Peel Strength Absorbed - 8%
7Ibs.finch
* Shading Coefficient - 0.93
« Mounting Adhesive U Factor - 1.02-1.13
PS High Bond Acrylic Adhesive
14bs. per ream  Total Solar Energy Rejected - 17%

General Service Adminstration - GSA 1 & GSA 2 Ltd
bombs

Blast Mitigation Action Group - BMAG Level 1
bullets  — UL/ULC 752 - 1995 Bullet Resisting Material Level 1T

break-ins — ULC S332 - 93 Burgulary Resistant Material
burning = ASTM E84 - Surface Burning Characteristics

S ANSI - 297.1 - Impact Resistant Safety Glazing
CPSC - 16CFR, Part 1201 Cat I II - Safety Glazing

LIMITED LIFETIME
PROFESSIONAL FACTORY TRAINED TECHNICIANS

Web: www.ace-southwest.com
Email: ace-southwest@ace-sou





