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Security Laminates Southwest

PRODUCT INFORMATION SHEET

PRODUCT SERIES 400 SERIES - HIGH THREAT RISK PROTECTION

PRODUCT NAME sL20

THICKNESS 20mil / 460microns

No. of PLY's 4

TECHNICAL DATA BREAK STRENGTH - 450psi SOLAR TRANSMITTANCE - 81%
TENSILE STRENGTH - 28,000psi REFLECTANCE - 10%
PEEL STRENGTH - 10psi ABSORBED - 8%
VISUAL CLARTTY - 91% SHADING CO EFFICIENT - 0.93
UV Rejection - 99% U FACTOR - 1.02-1.13

TOTAL SOLAR REJECTION - 17%
THIRD PARTY General Service Adminstration - GSA 1 & GSA 2 Ltd
bombs
TESTING RESULTS Blast Mitigation Action Group - BMAG Level 1
bullets  — UL/ULC 752 - 1995 Bullet Resisting Material Level 1T
break-ins — ULC S332 - 93 Burgulary Resistant Material

burning  — ASTM E84 - Surface Burning Characteristics
S ANSI - 297.1 - Impact Resistant Safety Glazing
CPSC - 16CFR, Part 1201 Cat I II - Safety Glazing

WARRANTY LIMITED LIFETIME

INSTALLATION PROFESSIONAL FACTORY TRAINED TECHNICIANS

Web: www.ace-southwest.com
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